
Copyright © 2013 by Transtech Driven Pty. Ltd.  All rights reserved.  No part of this document may be presented 
reproduced or copied in any form or by any means (graphical, electronic or mechanical including photocopying, 

recording tape or by any information storage and retrieval system) without the express written permission of 
Transtech Driven Pty. Ltd. 

 

 

 
IFACE GEN2 SENTINEL USER GUIDE 

 

 

 

 

 

 

 

 

This document describes Sentinel functionality on the iFace. 

 

 

 

 

 

 

 

 

 

 

 

Version: 1.3 Date: 6 February 2013 



 2 

1 PURPOSE OF THE IFACE SENTINEL 
The iFace Sentinel is a driver fatigue management program. It allows drivers to login, declare 
rest breaks, etc and provides violation information. 

2 OPERATION 
The iFace can be turned on by holding the power button for a few seconds (found on top of 
the device on the left hand side). You will see the screen light up when the power button is 
held for long enough. The iFace has its own internal battery, which means it can operate 
independently of the vehicle power; however a charger has been wired to the vehicle ignition 
so that the internal battery is charged whenever the ignition is turned on. When idle, the iFace 
screen will turn itself off. To turn it on again, press the power button. If the screen does not 
light up and show the application, most likely power is off and you will need to turn the unit on 
using a longer press of the power button (this may happen if the vehicle has not had the 
ignition turned on for a while and the internal battery has run flat – in this instance, vehicle 
ignition must be turned on to be able to turn the iFace on). 

2.1 MAIN SCREEN 
The iFace application is run automatically when the device is started. The applications and 
information shown on this screen will vary depending on what subscriptions the company has 
and what status the driver is in. On the example below the driver is logged on and working. 

 

FIGURE 1 - MAIN SCREEN 
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2.2 LOGIN SCREEN 

 

FIGURE 2 - RECENTLY LOGGED IN DRIVERS 

The driver must log on in order to access the Sentinel application. 

• To login as a driver listed in the “Recently Logged In Drivers” list, simply choose a 
driver and click “Login” – further details are provided in section 2.2.1. 

• To create a new login, click “New Login” – further details are provided in section 2.2.2 

• Click “Do Not Login” if the user does not want to login. This will take you back to the 
main screen. 
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2.2.1 LOGGING IN 
After selecting a driver from the list and clicking “Login”, a login verification box will pop up: 

 

FIGURE 3 - LOGIN VERIFICATION 

Please enter the last 4 digits of the driver’s license number to proceed to the next screen: 

 

FIGURE 4 - LOGIN CONFIRM 

Confirm the details by clicking “OK” and the main screen will be shown. 



 5 

2.2.2 CREATING A NEW LOGIN 
A screen for filling driver details will be shown when creating a new login: 

 

FIGURE 5 - CREATE NEW LOGIN 

Enter the driver’s license number and the license state to create a new login. Note that the 
device must be within communication link in order to create new login. If the login has been 
created successfully, it will go back to the login screen. The user can then choose the newly 
created login from the list to login. 
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2.3 DRIVER LOGGED IN 
Once a driver is logged in, the main screen will show the time you have spent in your current 
state, either working, resting or Off Duty. It will also show if the driver is currently in violation. 

 

FIGURE 6 - MAIN SCREEN LOGGED IN – DRIVER WORKING 

 

FIGURE 7 - MAIN SCREEN LOGGED IN – DRIVER IN VIOLATION 
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Clicking on the Fatigue Management notification box brings up further details regarding 
fatigue management. The first screen is a ‘Rule Summary’ screen showing when the next rest 
break is required for each rule in the rule set the driver operates under: 

 

FIGURE 8 – RULE SUMMARY SCREEN - WORKING 

Each screen has the same buttons at the top.  
• The “Home” button takes you back to the main iFace screen 
• The “Event Summary” button shows the events that have been entered 
• The “Rule Summary” screen is as shown above. The Rule Summary button and 

Event Summary button are in the same place and change labels depending on what 
you are currently viewing. 

• The “Work/Rest” screen contains buttons that allow you to change your work/rest 
status 

• The “Work Summary” screen shows total driver hours 
 

 

You can scroll through the list of rules to show more future rest break requirements.  
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When resting the rule summary will show in yellow to signify that changes may occur when 
you start working, this is because the length of time you spend resting will determine when 
your next violation will occur. 

 

FIGURE 9 – RULE SUMMARY SCREEN - RESTING 

 

Clicking on the ‘Event Summary’ button brings up a list of the events entered on the iFace 
and any that have been entered in the Sentinel Kiosk or in Sentinel itself.. 
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FIGURE 10 – DRIVER EVENTS SCREEN 

The Work/Rest button takes you to a screen that you can use to change your FM status. 

 

FIGURE 11 – WORK/REST SCREEN 

The options that are available will depend on your current work or rest status. If you are 
working then you will not see the “Start Work” button for example. Pressing “Stop Work” is 
equivalent to going “Off Duty” for FM purposes this is the same as “Start Rest”.  

Drivers working under BFM or Standard Hours will not see the “Start Drive” button by default 
as there is no Fatigue Management distinction made between Working and Driving. The 
“Start Drive” button can be enabled on a company level by request. 

The “Logoff” button does not change your FM status. This allows you to log off from the iFace 
and maintain your current work status. This is useful when drivers are sharing an iFace or if a 
driver has finished driving and is going on to complete yard duties. 
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The Work Summary screen shows a summary of the hours worked. These are “rolling” 
periods and may differ from the FM 24 hour period depending on the FM rule set the driver is 
operating under. 

 

 

FIGURE 12 – WORK/REST SCREEN 

 

2.4 REST BREAKS 
To start a rest break, go to the Work/Rest tab and press the ‘Start Rest’ button. You will be 
asked for confirmation that you want to start resting and then once that is confirmed you will 
be taken to the Rule Summary screen. 
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FIGURE 13 – RULE SUMMARY SCREEN - RESTING 

To stop a rest break, go to the Work/Rest screen and press the ‘Start Drive” or Start Work” 
button. You will be asked for confirmation of the change and then redirected to the Rule 
Summary screen. 

2.5 UPDATING FATIGUE MANAGEMENT INFORMATION 
The iFace will automatically check Driver Fatigue Management status every 30 minutes or 
when a fatigue management event is entered. If this update fails the iFace will attempt to 
update every 2 minutes until the update is successful.  

In the event that the update was not successful the iFace will demonstrate the following 
behavior: 

• Warning icon next to the update button 

• Update button shows orange not green 

Touching the warning icon brings up a notification that the fatigue management status may 
not be current. Touching the update button will cause the iFace to try and manually update, 
this functionality is available regardless of if the previous update has failed or not. 

 

FIGURE 14 – UPDATE FAILED 
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FIGURE 15 – UPDATE FAILED NOTIFICATION MESSAGE 

 

2.6 SENTINEL SETTINGS 
The Sentinel settings screen can be accessed on the ‘Settings’ tab of the home page. 

 

FIGURE 116 - SENTINEL SETTINGS 

The user can select to be warned at a set time before a violation occurs, and also optionally 
when the violation occurs. The “Spoken Warning” function can be turned on or off on the 
settings screen.
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If a violation warning is enabled, a sound will be played and a popup displayed similar to the 
following: 

 

FIGURE 127 - VIOLATION WARNING 

2.7 DRIVER IN VIOLATION 
If a driver is in violation, then the Sentinel application on the main screen and details within 
Sentinel will show the following information in each screen. 

 

FIGURE 138 – HOME SCREEN - IN VIOLATION 
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FIGURE 19 – RULE SUMMARY SCREEN - IN VIOLATION 

 

 
FIGURE 20 – NOTIFICATION - IN VIOLATION 

 



 15 

IFACE SETTINGS SCREEN 
The settings screen can be accessed from the main screen by pressing the cog icon. The 
settings screen contains user settings for the display and for the timezone for everywhere the 
time is displayed. Adjust the brightness and timezone as desired. 

 

FIGURE 21 - IFACE SETTINGS SCREEN 

 


